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® 3INCH OF SMALL SUBWOOFER DESIGN, 32MM OF VC

® LONG THROW OF Xmax=4MM, FO =55Hz
® PATENTED STRUCTURE DESIGN

® NEW MATERIAL APPLIED WITH INJECTION ASSEMBLY

PROCESS
® NEO MAGNET MOTOR

® MULTI-MEDIA, HOME HI-FI APPLICATION

3" SUBWOOFER
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== CPLAKERS

VOICE: 886.2.26570282 FAX: 886.2.26580166

E-MAIL:info@tb-speaker.com

DIAPHRAGM MTL
SURROUND MTL
NOMINAL IMPEDANCE
DCR IMPEDANCE
SENSITIVITY 1W/1M
FREQUENCY RESPONSE
FREE AIR RESONANCE
VOICE COIL DIAMETER
AIR GAP HEIGHT

RATED POWER INPUT
MAXIMUM POWER INPUT
FORCE FACTOR, BL
MAGNET WEIGHT
MOVING MASS
FERROFLUID ENHANCED
SUSPENSION COMPLIANCE
EFFECTIVE PISTON AREA
Levc

Z0

Xmax

Vas

Qts

Qms

Qes

(oz)

PP
Santoprene
4 Q

3.6 Q

76 dB
55-2 Khz
55 Hz
20.4 mm

4 mm

15 W

30 W

528 TM
Neodymium
9.98 ¢

No

737.67 uMN’
0. 0027 Mm*
0.19 mH
75 ohm

5 mm

0.88 Litr
0.43

3.17

0.50
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